REFER TO TABLE

INSPECTIONS:

1. ALL PRETREATMENT SYSTEMS ARE REQUIRED TO BE INSPECTED PRIOR TO BACKFILLING INVERT REQ'D BAFFLE STANDS 50” IN HEIGHT
CONTACT PUBLIC WORKS COMMERCIAL TREATMENT IN TEST MH AND IS 2" IN THICKNESS

2. FINAL INSPECTIONS ARE REQUIRED ON ALL PRETREATMENT SYSTEMS

PRIOR TO USE. REFER _TO REINFORCED W/ 6—6—10 WIRE
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NOTES:
*OUTSIDE DIMENSIONS OUTLET TEE 1. ANY ALTERNATIVE PRETREATMENT SYSTEMS SHALL BE APPROVED BY WATER AND POLLUTION CONTROL SECTION PRIOR TO INSTALLATION.
GALLON o INLET TEE HGT. et 2. USE CONCRETE PREFAB TANKS.
CAPACITY W) (H) : 3. NO INTERCEPTOR SHALL BE LESS THAN 1,000 GALLONS WHERE SEATING IS LESS THAN 50 AND NO SINGLE CHAMBER INTERCEPTOR SHALL
LENGTH WIDTH HEIGHT *VARIES BASED ON TANK SIZE BE GREATER THAN 3000 GALLONS.
3000 157" o_7 6.5 5_o" 5_0" 4. FOR RESTAURANTS USE MINIMUM ONE 1515 GALLON TANK PER 100 SEATS.
1500 Nn-0 6-0 4-7 510 4-0 5. MULTI-CHAMBERED TANKS SHALL BE CONNECTED BY 8"ABS OR PVC PIPE;MIN. 6” PVC ACCEPTED.
1000 86 5-3 4-6 3-10 4-0 6. SAMPLING MANHOLE SHALL BE INSTALLED UNLESS EXCLUDED BY W&PC.
7. ALL MANHOLES MUST ADJUST TO GRADE.
*DIMENSIONS OF PREFAB CONCRETE TANKS MAY VARY BASED ON MANUFACTURER, w. w%ﬂﬂw_w_%ﬁm@m@ %xcm%m_wm qﬁ_%zxw ﬂm%ﬂwﬁm %Mﬁmmmq.zm_ﬁ SYSTEM
__”._%m,\m_,_,\_mwhﬂ\m:_ %z»_._.oz CAPACITY MUST BE EQUIVALENT TO THE TANK SIZE SPECIFIED 10, MULTIPLE TANKS MUST BE PLACED IN TANDEM (SINGLE LINE).
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